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Introduction 


- 


For your records : 
Record the serial number, found on the back of the unit, in the spaces Accessories 
designated on the warranty card. and in the space provided below. Refer Remote contro! unit...(1) 


to the model and serial numbers whenever you call upon your dealer for Audio cord .......cccusesne. (DP-R4080 only} 
information or service on the product. : 
Medel Serial Number 


Unpacking 

Unpack the unit carefully and make sure that all accessories are put aside 
so they will not be lost. 

Examine the unit for any possibility of shipping damage. If your unit is 
damaged or fails to operate, notify your dealer immediately. If your unit Batteries(R6/AA)...(2) 
was shipped to you directly, notify the shipping company without delay. estes (DP-R4080 only) 
Only the consignee (the person or company tecéiving the unit can file a 
claim against the carrier for shipping damage. 

We recommend that you retain the original carton and packing materials 
for use should you transport or ship the unit in the future. 


For the U.S.A. 
CAUTION: 


AC plug adaptor........{1) 


Use of controls adjustment or performance of procedures other 
than those specified herein may result in hazardous radiation 


exposure. Accessary only for regions 


where use is necessary 


In compliance with Federal Regulations, following are 
reproductions of labels on, or inside the product 
relating to laser Eresuct safety. 


The marking of products using lasers 
KENWOOD CORPORATION (Except for some areas) 
2967-3, ISHIKAWA-CHO, HACHIOJI-SHI, 


TOKYO, JAPAN 


KENWOOD CORP. CERTIFIES THIS EQUIPMENT 
CONFORMS TO DHHS REGULATIONS NO. 21 


CFR 1040.10, CH APTER L SUBCH APTER J. The marking is located on the rear panel and says that the component 


uses laser beams that have been classified as Class 1. It means that 
bw Rm ee eS ee ee gee ey ee eect the unit is utilizing laser beams that are of a weaker class. There i is no 
Location: Back Panel danger of hazardous radiation outside the unit. 


C. O nite nis Caution : Read the pages marked Ay carefully to ensure safe operation. 


PYtrOCUCTION .....102sers:.2nsesensscnscsccssesenerrennccorereereenseeresnesceees 2 Programmed play (PGM mode} 

Special features .............2..csssssconeececessereenasesseceseecccececarces 3 Repeated play............. 
Ay Before applying power .........cccssssscssessssssceseerneeeeees 3 Random OY as sakes eee i dacs oa cn ccceseuineiecace 
AX, Safety precautions ..........2.::sssscscscerssereeeensserteecceeeee 3 CUitiri gg (EDU) occ sectisectesseccesseete de iieccicaseed weaveedcc 

SySteM CONMECTIONS.............ssscccencasenssssesceccecerecersserarsencses 4 Normal EDIT 

Before operation ............ccsscssssscccececcessscersseessnecesecrersenneses © MULTI EDIT .............. 

Controls and indicators .........ccccsssessssersccsecceeeccceeerseceeee 7 Timer operation....... 

Operation of remote control unit (DP-R4080 only) ......8 In case of difficulty 

Loading/unloading ise .........:ccsccssscoesorsssceresenseresenceee. 9 Specifications 

Listening from the first track ........::.:---.2-ssesceeecceeeeecesee 10 
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Special features 


Adoption of mechanism that enables disc = 
changing even during Playback ....... css rererrerserecrnereneenee 4 Other discs can be changed not only when the unit is stopped, but also during 


playback. (3) 

MULTI EDIT oe. cecsececsssstccerresseeeensseerereresoreeectovessnsssesnseseucneesee S@WETal CDS can be edited and recorded on 1 tape. . ~ (if) 
B ef ore app ] y I ng p ower ZN Caution : Read this section carefully to ensure safe operation. 
En 


Units are designed for operation as follows. 


*AC voltage selection 


U.S.A. and Cama dar ..oeseccsscessesesennssesessnaresstrerersessrmsecssssneceteeees AG 120 V only : 

Australia ... ee ae AC 240 V only The AC valtage selector switch on the rear panel is set to the voltage 
Europe amd UK. sesssssssesueessnemssecnssetneneeiceeiinn <erierasnee AC 230 V only that prevails in the area to which the unit is shipped. Before 
OPTI ER oc ccncosccceccccececcuceeeueeecescenver _. rian AC 220 V only connecting the power cord to your AC outlet, make sure that the 


setting position of this switch matches your line voltage. If not, it 
must be set to your voltage in accordance with the following direction, 


*O ther COUNTTIGS .....cccccoceeeeceeeveseeeeeeeee AAG 110-120 / 220-240 V switchable 


For the United Kingdom : 
AC voltage selector switch 


Factory fitted moulded mains plug 
, The mains plug contains a fuse. For replacement. use only a 13- 
Amp ASTA-approved {(B$1362) fuse. 
_ The fuse cover must be refitted when replacing the fuse in the 
moulded plug. 
3, Do not cut off the mains plug from this equipment._lf the plug 
fitted is not suitable for the power points in your home or the cable 
is too short to reach a power point, then obtain an appropriate 
safety approved extension lead or adapter, ar consult your dealer. 
lf nonetheless the mains plug is cut off, remove the fuse and 
dispose of the plug immediately, to avoid a passible shock hazard 
by inadvertent connection to the mains supply. 


— 


AC 110-120V+ ~) | AC 2acb24d0V~ 


a) 


Move switch lever to match your line voltage with 
a small screwdriver or other pointed tool. 


Note: : 
Our warranty dees not cover damage caused by excessive line voltage 
due to improper setting of the AC voltage selector switch. 


IMPORTANT: The wires in the mains lead are coloured in 
accordance with the following code : 


Blue : Neutral 
Brown : Live 


Do not connect those leads to the earth terminal of a three - pin plug. 


Sa fi ety p r e Cau if I ons | | AN Caution ; Read this section carefully to ensure safe operation. 
WARNING :TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN 
OR MOISTURE. 


CAUTION CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER (OR 
BACK}. NO USER-SERVICEABLE PARTS INSIDE, REFER SERVICING TO QUALIFIED SERVICE 
RISK OF ELECTRIC SHOCK 
DO NOT OPEN PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, !S INTENDED 
TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS VOLTAGE” WITHIN THE PRODUCT'S 
ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO 
PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE USER TO THE 
PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) INSTRUCTIONS IN THE LITERATURE 
ACCOMPANYING THE APPLIANCE. 
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System connections 


ge ee Ee 


Make connections as shown below. When connecting the related system components, refer also to the instruction manu- 
als of the related components. 


Caution: Do not plug in the power lead until all connections are completed. 


Malfunction of microcomputer 


if operation is not possible or erroneous diplay appears even though all connections have been made properly, 
reset the microcomputer referring to “In case of difficulty”. —{Za] 


M@ Basic connection 


Cassette deck- 


ae 


system control cord (optional) 


| 


To AC outlet 


System control cord . Audio cord 
Oa 

Amplifier or 

receiver 


Caution regarding placement 


To maintain proper ventilation, be sure to leave a space around the unit (from the largest outer 
dimensions including projections) equal to, or greater than, shown below. 


Left and right panels : 10 cm 
Rear panel : 10 cm 


Notes: = — : : . me 

1. Connect all cords firmly. lf connections are loose, there cauld be loss of sound or noise produced. 

2. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. 
Plugging/unplugging connection cords without removal of the power cord can cause malfunctions or damage to the unit. 
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ABOUT THE SYSTEM CONTROL CONNECTIONS 


Connecting system control cords after connecting a KENWOOD audio componet system lets you take advantage of 
convenient system control operations. 
There are two KENWOOD system control modes. Make connections according to the groups of terminal symbols shown 


below. 
[XS8] Mode: lets you combine EXt}, CXS), and CXSH! terminals 
[SL16] Mode: for SLE) terminals only 


This unit is [XS8} compatible but it can be converted to the [SL16] mode through servicing. Consult your nearest retailer or the KENWOOD 
Marketing Department for more information about switching from [XS$8] to [SL16l. 


Notes: ; ; 

1. (SL16} equipment cannot be combined with [XR], [XS], and [XS8] equipment 
for system operations. if your equipment consists of this kind of 
combination, please do not connect any system control cords. Even without | 
system control cords, normal operations can be carried out without affecting 
performance. : 

2. If your amplifier or receiver does not have a system control terminal, do nat 
connect any system control cords to the system contro! terminals on the 
other components. 

3. Do not cannect system control cords to any components other than those 
specified by KENWOOD. It may cause a malfunction and damage your 
equipment. 

4. Be sure the system control plugs are inserted all the way in to the system 
control terminals. 


ABOUT THE SYSTEM CONTROL OPERATIONS 


Remote Control 
Lets you operate this unit with the system remote supplied with the amplifier or receiver. 


Automatic Operation (except [XK] equipment) 
Automatically switches the input selector on the amplifier or receiver when you start playback from this unit. 


Synchronized Recording (except [XA] equipment) 

Lets you synchronize recording with the start of playback when recording from CD. Also the simple CCRS operation lets you make great recordings 
from CD. ste). gh £ te he Regtach 

See the instruction manual supplied with your cassette deck for details. 
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Before operation 


Disc handling precautions 
Handling 


Hold compact discs so that you do not 
touch the playing surface. 


| Labal side 


Playing side 


Do not attach paper or tape to either the 
playing side or the label side of compact 
discs. 


Caution on disc used 


Discs which can be played with this unit 


CD (12 cm, 8 cm), CDV {only the audio part) 
e With CD-G (CD Graphics) discs, this unit can play only the audio. 


Note related to transportation and movement 


Before transporting or moving this unit, carry out the following opera- 
tions. 


1. Turn the power ON but do not load a disc. 

2. Wait a few seconds and verify that the display shown appears. Wait 
future a few seconds. 

3. Turn the power OFF, 


Beware of condensation 


When water vapor comes into contact with the surface of cold mate- 
rial, water drops are producad. 

lf condensation occurs, correct operation may not be possible, or the 
Unit may not function correctly. 

This is not a malfunction, however, the unit should be dried. 

(To do this, turn the POWER switch ON and leave the unit as it is for 
several hours.) 
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Cleaning 

lf fingerprints or foreign matter become at- 
tached to the disc, lightly wipe the disc with 
a soft cotton cloth (or similar) from the 
center of the disc outwards in a radial man- 
ner. 


Storage 

When a disc is not to be played for a long 
neriod of time, remove it from the CD 
player and store it in its case. 


Never play a cracked or warped disc. 

During playback, the disc rotates at high speed in the player. 
Therefore, to avoid danger, never use a cracked or deformed disc or 
@ disc repaired with tape or adhesive agent. 


Be specially careful in the following conditions, 

# When the unit is brought from a cold place to a warm place, and 
there is a large temperature difference. 

@ Vhen a heater starts operating 

e@ When the unit is brought from an air-conditioned place to a place of 
high temperature with high humidity. 

e@ When there is a large difference between the internal temperature 
of the unit and ambient temperature, or in conditions where conden- 
sation occurs easily. 


ai 


Controls and indicators 


PC. indicator 


EDIT indicator ALL indicator 


RANDOM indicator 


REPEAT indicator Music calender (1 ~ 20) 


Program mode indicator 


— ee ee wewee ee ee 


a ee 


Play indicator 
Pause indicator 


ERERBREREBBR ea eee eee ew ete ne ee 


ana -—= = so Che ee! ee = wwwruaww Pees ee ee ee ee oe 


Time counter, Program No. 


Disc No. indicators 
TRACK NO. indicator 


Open/Close key (* 


CHECK key 
CLEAR key (<< Ps) DISC SKIP key 
i Numerickeys | | rggensracereone--7- | : 
t | Remote control | Search kevs Disc selector keys 
((1]~[0]. ) ' light sensor (<< pe} : (DISC 1~DISC 5} 


POWER switch : DP-R4080 only 


Ct 


meeewoeewebee ee 


ee ne ee ee ee 


Cee EE ene ree ee en nnn Tears anpuemmm—snientisiemmmmmmsisiertl iemnfinmiantatichdlatinientidiadsilichtemet 
ee pe ES | 


Play/Pause 


TIME DISP. key 


RANDOM key key (>/0!} 
REPEAT key eee a Ga 
' PHONES jack | 
| DP-R4080 only | 


The illustration of the common parts is of DP-R4080. 


About the STANDBY mode of the POWER switch 


When the power cord of this unit is plugged into an AC outlet, a smal! amount of current is being supplied to the unit to back up the memory 
contents even when the power is turned off. This is called the STANDBY mode. | 
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RANDOM key 
REPEAT key 

P. MODE key 
TIME DISP. key 


=< 


* Output keys 
(V, A) 


Model RC-P0703 
Infrared ray system 


@ Loading batteries 


1 Remove the cover. 


2 Insert batteries. 


Insert two AA-size (R6/SUM-3) batteries as indicated by the polarity 
marking. ; 


3 Close the cover. 


Notes: 


Ht 
KIENWoOodD 


REMOTE |ONTROL UNIT FIC-PO7O3 


-——_ 


DISC SELECTOR keys ((1]~([5]) 


DISC SKIP key 


Numeric keys ({1] ~ [0] ; ) 


Stop key 


Play/Pause key 


Skip keys 


Search keys 


The operations of each are the same as those of 
the keys in the unit. 

The *-marked keys are only on the remote control 
unit. 


Ramote control light sensor 


Approx, operating 
range 


eVWhen two operation keys on the remote control unit are 
oressed successively, press each key securely reserving an 
interval of more than 1 second for each press. 


1. The supplied batteries are intended for use in operation checks. Therefore, their lives may be shorter than ordinary batteries. 
2, When the remote-controllable distance gets shorter than before, replace both batteries with new ones. 


3. Malfunction may occur if direct sunlight or the light of a high-frequency lighting fluorescent lamp enters the remote contro! light sensor. In such a. 


case, change the system installation position to prevent the malfunction. 
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Loading/unloading discs 


DISC SKIP key 


POWER switch 


Disc tray a key 
([#]) 


| Press the POWER switch to ON. sae 


| D Load a cp. 


@ Open the disc tray. =» @ Place a disc on the tray. 
e\Vhen inserting three or more discs, use 


the |DISC SKIP] key to rotate the tray. sxir 
Un to five discs may be inserted. I 


Label side facing up. 


eWhen inserting a disc while the tray ro- 
tates, a malfunction might occur, Insert the 
disc when the tray does not rotate. 


Rotary tray 


Hald the disc taking care not 
to touch the side to be played. 


3 Close the tray. All disc indicators “oO” light regardless of how 
many discs are present. 


2 4 z 2 & & 
& 7 » fF 
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m@ Changing discs 


| During plyaback: 
: oPIly When the unit is stopped: 
Y aaa saa @ Open the disc tray. 
@ Change discs. e Press the || key. 
@ Press the |DISC SKIP| key, rotate the 


e During playback of disc @, discs @ and @ can be 
changed, 


e When changing disc @ or ©, press the} DISC SKIP 


key and rotate the rotary tray. 


rotary tray, and change discs. 


Rotary tray 
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Listening from the first track 


Skip keys ([-é<4] [>]) 


Disc selector keys 
P MODE key pal US by IDISCS)) 


Stop key ({@i]) PHONES jack 
(DP-R4080 only) 


1 Make sure the PGM indicator is extinguished. 


Each time the key is pressed, goes off 


P MOOE . the setting changes. 
[" > PGM lights. 
@ Goes off, 
Press the kay in the stop mode. 


2? Start playback. If there is no disc in the selected disc tray, the 
corresponding indicator “()" goes off. 


Select the disc. . : pi 


DtIsce 1 DISC ® onc F CHSC 4 


ois¢c 8 
Track No. being played Elapsed time from the 
Disc indicator during Playback (¥) beginning of track being played 


@ Play will commence from the disc selected. When two or more discs are inserted, the discs will be played in ascending order from disc 1. 
e When the [>/m] key is pressed without selecting a disc, playback will start.from the indicated DISC NO. 


To pause | To stop playback 


@Each time the key is pressed, pause and play switch each other. 
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— Listening from the desired track 


1 Make sure the PGM indicator is extinguished. To skip tracks 


[PGM] 


indicator goes off. ; 


6 6 


To skip backward é 
eWhen the|/ke<] key is pressed once during play, the track starts 
again fram the beginning. 


To skip forward 


| P, Select the desired disc. 


DISC z BIse 3 Disc 4 Diss 3 


| 3 Select the desired track. To fast forward and backward 


DP-R3080 DP-R4080 


6.6 O 


Hh | 8 


e Keep pressing the Examples of input 
key control the de- | Track No.7: 
sired track number | Track No. 11 : [7] 
is selected. Track No. 20 : [o) 


@ Play starts from the selected tune and after. 


i 


Fast-reverse “hy Fast-forward 


e@71he track will start to play from where you release the key. 


m@ Listening through headphones (DP-R4080 only) 


1 Insert the headphone plug into the headphones Adjusting the output levels of the output jacks and 
jack. headphone output 


The |OUTPUT] level {A,¥) keys of the remote control unit can adjust 
the cutout levels from the AUDIO OUTPUT and PHONES jacks of the 
unit. 


e\t is not favorable for the sound quality to decrease the output level 
from this unit too much. Use these keys for coordination with other 
line levels. 

’ 

e Adjusting the headphone output leve! also changes the AUDIO 

OUTPUT level. Be careful in operating these keys particularly during 


recording. 
eo Output levei 


C.J 
1 
%, 


2 Adjust the volume. 


Ramote contro} unit only 


Displayed for about 2 seconds 


DP-R4080/R3080 (Eri «1 


Programmed play (PGM mode} 


The program mode allows you to play desired tracks in the order you want to hear them. A maximum of 32 selections 
can be entered in memory. 


m@ Playing desired tracks in desired order 


1 Press the stop key. 4 Start playback. 


| 2 Enter the PGM mode. 


| elf one of the skip keys ((i]or [Fea] } is pressed during programmed | 
playback, the track being played is skipped in the forward or reverse 
direction. 


Each time the key is pressed, indicator lights up. ; 
the setting changes. 


is @PGM tights. 
@) Goas off. 


To check the programmed order 


3 Program desired tracks in desired order. 


indicator lights up. 


Py 2 ps Fe 


Display showing program No. 12, DISC 3, 
track No. 7. 


Example: Select track 5 on DISC 4. 


@® Select the disc. 


OMe 1 prec 2 Osc z ast a NSC 5 


caemeen :; 


(2) Select the track number. 
DP-R3080 DP-R4080 


| eEvery time the|CHECK]key is pressed, the track No. and the order it | 
was programmed (P-No.) are displayed in the order of programming. |} 
eThe previous display will resume in a few seconds. 


To resume normal playback 


@ When you select the track with the [>>], [4] keys, press. | 


the |P MODE | key. 
7 


@ The playback in the order of the track Nos. on CD will start after the 
track being played. 


Track number 


e By repeating steps @ and @, up to 32 tracks may be selected. 

if “FULL” is displayed, no further programming can be accepted. 
elf you made a mistake, press the key and select the | 
correct track. : 


To stop programmed playback 


To program al] tracks on a disc: 


(D) Select the desired disc. : 
@ Press the key again. 


Lights up. 


th 


Open/Close key ({}) 


M@ To add a track to the program CHECK key "Disc selector keys 
pucker ({DISc1] -[Discs)} 
ey 


1 Press the stop key. 


Ja 


| P MODE key Stop key (i) 
9 Select the track No. to be added. | Numeric keys fal key 
: (T1410) {79)) 
@) Select the disc. | DP-R4080 only 
Sees ene cess) ees | HE To change a track in the program 


ICICI GI 


® 


2) Select the track number. 
DP-R3080 sty ~ DP-R4080 


et 4 2 | 


Press the CHECK key. 


indicator lights up. 


CH 


Examples of jnput 
Track No.7 :[7] |. 
Track No. 11 : C416] 


Track No. 20 : [470] G70) 1 
@ Press until the P-NO. to be changed is displayed. 


3 Select the track No. to replace the previous one. 
Hi To clear tracks from the program | @ Select the disc. 


Disc 4 DISc # oc = ODS 4 misc & 


Clearing from the last track 7 =] | (| CJ CL = 


Press the key while_ 
the indicator fs lit. 
@) Select the track number. 
DP-R3080 DP-R4080 


sian ——_ 
@ Every time the key is pressed, tracks are cleared from the last |_| QO © O 
track in order. ae 
@ The track being played cannot be cleared, __ _. | (hy re) 
t 


Press the key while 
the indicator is lit. 


| Pos Examples of input 

Clearing the whole program | Track No.7: (7 ] 

Track No. 11 : [470] (J 

Track No. 20 : [470] [470] £0] | 


indicator goes off. 


Auto-Space function 


In the program mode, a space of several seconds is inserted auto- - 
matically between the programmed tracks {only for music CDs). 
This function is provided to facilitate the DPSS function of the cas- - 
sette deck. However, such a space may also be inserted in case ~ 
the sound of two tracks are continued, for example with some. clas- 
sic music and live recordings. 


e Selected tracks can be also completely cleared just by pressing | 


the{&] key. 
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Repeated play 


M Repeated playback 


2 Enter the PGM mode. Enter the PGM mode. = 
indicator 


. lights up. 


indicator 


Each time the key is pressed, fights up. Diweee Each time the key is pressed, 
the setting changes. 
Z @) PGM lights. 
@ Goes off, 


FP. MODE 
the setting changes. 


i a PGM lights. 
@ Goes off. 


Select the desired track(s). 


| 3 Select the desired disc. 
(1) Select the disc. 


isc s Ct & 
omc z mec = D6 & Die & 


* Press the[P_ MODE |key once again. _ | \s) 


@) Select the track number. 


: Press the REPEAT key. 
4 oY REPEAT indicator lights up. DP-R3080 DP-R4080 


REPEAT 


@ All of the selected tracks will be played repeatedly. 
@ If only one track is selected, that track will be played repeatedly. 


4 Press the REPEAT key. 
REPEAT indicator lights up. 


Each time the key is pressed, . indicator al 


mie een Gana goes off. 
cD PGM lights. aasarey 
@ Goes off. 


2 Press the REPEAT key. t 5 Start playback. 


REPEAT indicator lights up. 


AEPEAT 


To stop repeat play 


. 3 Start playback. 


| | Press the REPEAT key again. REPEAT indicator goes off. 


REPEAT 


a. 
>» 


Oe aes Na 
@ All tracks on all discs in the tray will be played repeatedly. OOMOMOMO: U OB 
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Random play 


The random play function chooses tracks at random 
(non-selected}, and in differing order. 


@ Playing tracks in a random order 


1 Make sure the PGM indicator is extinguished. 


Each time the key is pressed, 

the setting changes, indicator 

e @ PGM lights. zy _hoeestt 
@® Goes off. tatecs 


Press the RANDOM key. 


During random track selection 
Blinks 


ee 

aed \ ste 

i 
OMOMOMOMO i 


Fo select another track during random play 


» mee ex 0, 
@@@ooltfS Fie 


@ Tracks from all the disc{s} in the tray will be played randomly. 

e When the first track has been played, ancther track is se- | 
lected at random again, and played. 

e Random play stops after al] of the tunes have been played 
once. 


@ If the | REPEAT] key is pressed, random play operation is 
repeated continuously. 


About TIME DISPLAY 


P. MODE key 


Open/Close key ([|4]} 
Numeric keys . ES 


(1)~f9], +19) Disc selector keys 
OP-R4080 only Skip bes DISC1} 4DISCS}) 


RANDOM key Stop key (fi) 
TIME DISP. key Play/Pause key 
REPEAT key tPA) 


| To select another track during random play 


eet 


e) 


| To cancel random play 


Press any one of these keys. 


f @ Normal play starts from the ® Playback stops. 
track being played. 


Press the [TIME DISP.] key when you want to check the elapsed time and remaining time of the track being played. Every time the 
TIME DISP. | key is pressed, the displayed time changes as shown below. _ | a 
However, only the display @ and @) will be displayed during random play and programmed play. 


@, ® : SINGLE lights 
@, @ : TOTAL lights 


QD. 


Elapsed of the 
track being 
played 


Time display examples .............:cccceeescsesesctsetseseteecaseee TE 


-- —=__ AS a ae a an a ee Se eae ee ea ee eye ee 


@ @ 
dat eae Elapsed time of Remaining time 
: the whole CD of the whole CD 
being played 
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Editing (EDIT) 


Normal EDIT: Edit from one disc. 
MULTI EDIT: Edit and record from several discs. 


H Normal EDIT 


This function is for editing when you are recording the con- 
tents of a CD onto a tape. It is to ensure that the final track 
on each side of the tape is fully recorded and that the pos- 
sible recording time on the tape will be fully used. 


1 Press the stop key. 
@ If the[ PGM] indicator is lighted, press the key. 
| 2 Press the EDIT mode key. 


Sor 


Lights up, 


a) 
@® ®@ ®@ © 


Prass once, 


: 3 Select the disc to be edited (one disc only). 


nist 2 oc 2 Os 4 


% 


@ The edit function cannot be used for two or more discs. 


| 4 Input the recording time of the tape. 
@ Blinks. 


TMg Dts. 


} @ By pressing the | TIME DISP.] key the set time-length intervals will | 


change in this order: 46-+54-+60--+90-+ - - 
j ee | 


e When "- -" is displayed, the interval length can be adjusted with | 
the skip keys [ea] and []] in units of one minute (to a maximum | 
of 99 minutes}. : 


[mri] : increase by one minute. 
[e-] : decrease by one minute. 


(2) Press the EDIT mode key once again. 


Eorr 


Entry of the tape time with the numeric keys: DP-R4080 
f only 


Press the numeric keys as shown below. 
30-minute tape: 10] 10} [Oo] 
46-minute tape: 10] 1a) G10] fio} £6] 


@ When the interval length has bean set using the numeric keys, the 
&DIT jkey does not have to be pressed after the interval has been 
set. 
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P. MODE key 


Numeric keys Dise selector keys 


(7)~O). G76) ( [DISC] -[BIScS)) 
DP-R4080 only Skip keys [eed] [pei  -- 


TIME DISP. key EDIT key co, pov (gun OpensCiose key ([4]) 


The CD contents are edited as follows. 
(1} The input tape recording time is divided by two, and tracks that can 


be accommodated in file A (which refers to tracks on tape side A) are 
selected in order of their track Nos, 


{2} In a few seconds, the time left on tape side A is displayed, then file B 
(tracks on tape side B) is edited in the same manner. 


e |f the [iE] key or [8] key is pressed during editing, editing will be 
suspended and the function will be terminated. 


Completion of editing 


Lights up. 


The order of CD tracks are changed automatically so that 
no tunes is interrupted at the end of tape sides A and B. 


Side & 


M@ jo check the edited contents 


| Press the CHECK key. 


&, [PC indicator lights up. | 
- 4 A FILE ~ 


s During normal EDIT: 
| When the |CHECK|] key is pressed, the track Nos. of edited songs 
will automatically be displayed in the order they are edited. 


During MULTI EDIT: a ee ee 
Every time the [CHECK] key is pressed, the track Nos. are displayed 
in the edited order. 


@ To record an edited program 


The CCRS recording function may be used by connecting the 


CD player to any KENWOOD cassette deck with an “[XS], [XS8}" 


mark, using a system control cord. 


For details please refer to “Recording of CD playback” section 


in your cassette deck instruction manual. 


q 2 43 
= 7 a 
oh 
7”: 7 1% 


CCRS display 


e lf you have a cassette deck capable of Double-speed recarding, 
use Normal-speed recording. ; 


Notes: 


Open/Close key ([4]} 


P. MODE key 


CHECK key 
Play/Pause key 


(pram) 
M@ To play an edited program 


1) To play the A file: 


The tunes in the A file are played in sequence and the 
player enters pause mode at the beginning of the B file. 


| &) To play the B file: 


e@ Playback stops after having played the B file. 


M@ To clear the edited contents 


Normal EDIT: MULTI EDIT: 


Press either of these keys. 


&MOoOoE 


1. While you can edit with a different time setting to that of the tape you are using, part of the tape may be left with nothing recorded on it, or the 


last track on side A. or side B may be cut short. 


2. The EDIT function may not operate properly for discs having only one track or having tracks of long duration such as classical music. 


DP-R4aDBO/RBCS0 (En) = AT 


Editing (EDIT) 


__- B. MODE key 
Numeric keys Disc selector keys 
(H]~[} -10)) (DISC -[DISC5]) 


DP-R4080 only Skip keys ([rt-¢] [>>4]) 


@ MULTI EDIT 


Several CDs can be edited and recorded on 1 tape. 
Choose songs from each disc, and edit/record while 
cofirming the remaining time on files A and B, respec- 
tively. 


Select the tracks to be recorded. 


1 Press the stop key. 
DP-R3080 DP-R4080 


+H 


indicator goes off. 


?. Press the EDIT mode key. 


EDIT 


Press twice. 


| © If you made a mistake, press the key and select the correct 

track, 

j @ The time remaining on side A or side B is indicated on the display. 

e When the time left on side A is less than the play time of the selected 
song, that song will be programmed on side B. 

e If “b-FULL” is displayed, no further prograrnming can be accepted. 


Input the recording time of the tape. 
Blinks. 


E 


ee TIME DISP. 
(1) 


6 Start recording. 


e 8y pressing the {TIME DISP | key the set time-length intervals will 
change in this order; 46-+54-60790— -- — 
a ye 


When recording with a cas- | When recording with a nor- 
sette deck equipped with | mal cassette deck: 


_| CCRS function: 
t @ When “--” Is displayed, the interval length c: can be adjusted with § 


the skip keys [ed] and [i] in units of one minute (to a maximum 
of 99 minutes). 


(1) Adjust the recording levels. 
Press the CCRS key. (2) Press the record key. 
) Play the CD. 


[mri] : increase.by one minute. . 


[mat] : decrease by one minute. Cassette deck 


(2) Press the EDIT mode key once again. 


EDIT 


j @ With the CCRS function, the re- 

, cording starts after about 1 
minute. 

e lf you have a cassette deck ca- 

pable of Double-speed recording, 

use Normal-speed recording. 


| Entry of the tape time with the numeric keys: DP-R4080 
only 


Press the numeric keys as shown below. 


30-minute tape: 10] au [+10] SS 
[6] 


46-minute tape:[410} [410] [410] 


| When recording the 2nd and 3rd discs, repeat steps 4-6. 


@ Change discs and, if the “b-01” indication is given when you first se- 
lect a song, turn the tape to the start of side B. 


e When the interval length has been set using the numeric keys, the 
EDIT] key does not have to be pressed after the interval has been 
set. 


Recording occurs as shown below (example when three 
CDs are to be recorded). 
Side A First CD —+— SecondCD — 


4 Select the disc to be edited {one disc only). 


Oc 1 DG @ DISsc 3 osc 4 blac & 


Co | Ea 


© 


if Third CD 


—-— SecondCD — Side B 
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Timer operation 


The unit has the timer stand-by function. 
With this function and commercially-available audio timer, playback can be started at the desired time. 


1 Connect the power cord. 


The unit Wall AC outlet 


® Connect each unit’s power cord to the SWITCHED outlet of the timer. et tects 
f @ Refer to the instruction manual of the timer. oa, 
i Amopo)litier : 
Connect to the 
SWIFCHED outlet. 


2 Turn on the amplifier and the unit. 


3 Insert a disc and set the starting time of the timer. 


: @ Set the timer while the unit and the amplifier are ON. 
@ Be careful of the volume setting of the amplifier. (The loud sound may damage the speakers.) 


Playback starts at the set time. 


Note: ; ; oe : 
When operating the unit other than CD player using an audio timer, be sure to remove the disc from the CD player. 


For the U.S.A. 

FCC WARNING: 

This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference unless 
the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if an unauthorized 


change or modification is made. a oe fae =, + : 


NOTE: 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause harmful interfer- 
ence te radia communications, if it is not installed and used in accordance with the instructions. However, there is no guarantee that interference 


will not occur in a particular installation. if this equipment does cause harmful interference to radio or television reception, which can be determinded 
by turning the equipment off and on, the user is encouraged to try to correct the interference by ane or more of the foliowing measures: 

— Recrient or relocate the receiving antenna. 

— Increase the separation between the equipment and receiver. 

-—- Cannect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

— Consult the dealer or an experienced radio/TV technician for help, 
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In case of difficulty 


What appears to be a malfunction may not always be serious. If your unit should not perform as expected, consult the 
table below to see if the problem can be corrected before seeking help from your dealer or service representative. 


Operation to reset 

The microcomputer may fall into malfunction (impossibility to operate, erroneous dis- 
play, etc.) when the power cord is unplugged while power is ON or dus to an external 
factor. In this case, execute the following method to reset the microcomputer and 
return it to normal condition. 


Symptom [Cause 


No power is applied with the POWER 
switch ON. 


Unplug the power cord from the power socket and 


plug the power cord into the socket again. 


# insert the power plug firmly to the AC outlet. 
@ Turn the amplifier's power ON. 


e Power plug is loosely connected. 

e With the power plug connected to the 
switched AC outlet of an amplifier, the power 
of the amplifier is turned off. 


@ Load the disc again with its label side up. 

@ Insert disc properly. 

e Wipe off the dust on the surface of the dise 
referring to “Disc handling precautions”. 

# Replace the disc with a new one. 

e@ Leave the player for about 1 hour so that the 

condensation is removed. 


e Disc is loaded upside down. 
e Disc is loose. 
e Disc is dirty. 


Disc is loaded, player does not play. 


e@ Disc is cracked. 
e Condensation occurred on the optical lens 
unit. 


Press the key. 
@ Wipe off the dust on the disc surface refer- 
ring to "Disc handling precautions”. = 
@ Repiace the disc with a new one. 
Connect all connection cords firmly. 


e Play mode is not entered. 
e@ Disc is too cirty. 


No sound. 


e@ Disc is cracked. 
# The connection cords are inserted loosely, 


e Wipe off the dust on the disc surface refer- 
ring to “Disc handling pracautions”. 

e Replace the disc with a new one. 

® Try selecting a place where no strong vibra- 
tions occur by changing the installation place, 

etc. 


Music is interrupted. (Sound is e Disc is too dirty. 


skipped.) 


e Disc is cracked. 
® Oscillation is applied to this unit. 


e@ To avoid disc playing automatically, remove 
disc before switching off power. 


@ The CD player will automatically play when a 
disc has been inserted and power is switched 
ON. 


Disc begins to play when power is 
switched ON, 


Note: ae 
De not use contact cleaners because it could cause a malfunction. Be specially careful against contact cleaners containing oil, for they may deform 
the plastic components. 


Specifications 


[Format] Channel separation ...........-.--..0::21027. More than 90 dB {at 1 kHz) 
SYSTEM .........-:c0 cess resrereneee, COMpact disk digital audio system Wow fIUTter 2. rcsrsscccrttsret essere eines UDMeasurable limit 
LASEL oo. oc os sce ce seeresnessnsssnssevnsssnessananssscccsnneenseenenee SOMICONAUCTOr laser Output lavel/impedance 

Fixed .. sinc dasaei sisernduvuudssaaierissiitesisnmeiaseieaccerian MO Wi 1 be 
[D/A convertors) Headphone satu ln Ff 10 Berea Ee Sn a nO 20 mW/32Q 
D/A COMVELSION .......,.0ccreurcreucnvessesvacusssanusteensounsnanasas Pen ae eermeinn i 51 3 ' {BP-R4080 only} 
Oversampling ...........:1s.ee-seeterereretetnereenseeenenaees 8 £5 (352.8 kHz) 

EGeneral! 

[Audio] Power CONSUMPHON ............:cccceeverrerencanenesnnansrnazstrassessotssrcesere TOW 
FreQUe@NCy FESPONSE ...cecssssessessssssssensasscscnaners 4Hz~ 20 KHz, #1.0dB  Dimensions............cssssccecceneeereeseens W 440 mm (17-5/16") 
Signal to noise ratio .............. stespereseenceeeaeseee More than 96 dB H: 123 mm (4~13/16"} 
DYMAMiC rANGe ..-..cesensseessseenenassssssenesstenssorsestanerencess More than 94 dB D: 396 mm (15-9/16") 
Total harmonic distortion + noise Weight (Net) oo... cssserssccccsciranssrenetereereenmeeeess 49 kg (10.8 Ib) 


sd sastundedesecerersssersccnssssarssesreerrere LOSS than 0.007% fat tkHz]} 


Note: 
KENWOOD follows a policy of continuous Bevancements in development. For this reason mecectiesiene may be changed without notice. 
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